
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SPECIFICATIONS   
Base Power – Net 136kw 183hp 

VHP Range – Net 136-155kw 183-208hp 

VHP Plus Range – Net 136-174kw 183-233hp 
Operating Weight* 16 197kg 35,708lb 
Engine Model C7 Acert VHP/C9 Acert VHP (AWD) 
Rated Engine RPM 2000 
No. of Cylinders 6 
Displacement 7.2L / 8.8L 439in3 / 537in3 
Max. Torque 1079 N•m / 1237 N•m 796lb-ft / 912 lb-ft 
No. of Speeds: Forward / Reverse 8/6 
Top Speed:  Forward 
  Reverse 46.6 km/h 29mph 

Std. Tired – Front and Rear 36.8 km/h 22.9mph 

Front Axle / Steering: 
Oscillation Angle 
Wheel Lean Angle 
Steering Angle 
Articulation Angle 

 
32° 

18.0° 
47.5° 
20° 

Minimum Turning Radius** 7.75m 25’6” 
No. Circle Support Shoes 6 
Hydraulics: 
Pump Type 
Max. Pump Flow 
Tank Capacity  
Implement Pressure:  Max.  
   Min. 

 
Variable Piston 

210 L/min 
60 L 

24 150 kPa 
3100 kPa 

 
 

55.7gpm 
15.9 U.S. gal 

3500psi 
450psi 

Interior Sound Level / SAE J919 70 dB(a) 
Electrical:  
System Size 
Standard Battery CCA @ 0°F 
Standard Alternator 

 
24V 
880 
80 
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General Dimensions: 
Height (to top of ROPS) 2393mm 130” 
Overall Length 
With Ripper and Pushplate 

8713mm 
10 144mm 

343” 
399” 

Wheel Base 6121mm 241” 
Blade Base 2552mm 101” 
Overall Width (at top of front tires) 2493mm 98” 
Standard Blade: 
Length 
Height 
Thickness 

 
3658mm 
610mm 
22mm 

 
12’0” 
24” 

0.87” 
Lift Above Ground 480mm 18.9” 
Max. Shoulder Reach:*** 
Frame Straight – Left 
Frame Straight – Right 

 
1790mm 
1978mm 

 
70.5” 
77.9” 

Fuel Tank Capacity 416L 110 U.S. gal 
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