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SPECIFICATIONS
Model MURG613 Telebelt TB130
Type Prime Mover Length 42.8ft 13.02m
Description Putzmeister TB130 Height 13.6ft 4.12m
Intended Serv. Processed Quarry Products Width 7.87ft 2.4m
Commodity Gravel/Crushed Rock/Sand Conveyor Horizontal Reach

Max at 0 126.3ft 38.47m
Mack MUR613 Specifications Max at 29 110.9ft 33.74m
Weight 22320lbs 10.124kg Conveyor Belt Width 18inch 457mm
Engine Horsepower 405hp Feed Conveyor Length 38ft 11.6m
Wheelbase 27.58ft  8.407m Feed Conveyor Width 18inch 457mm
Cab Height 8.66 ft 2.642m Trunk/End Hose Length 15ft 4.57Tm
Steering Radius (Outside). 45.6ft 13.87m
Steering Angle 38 Outriggers
Fuel Tank Capacity 80gal 303L Outrigger Spread L-R-Front 27.9ft 8.46m
Transmission Mack T3309 9- Speed Outrigger Spread L-R Rear 29.0ft 8.84m
Hydraulic Tank Capacity 130gal 492 Outrigger Spread F-R 30ft 9.14m
Transport Axle Weights
Steering 34983lbs
15866kg
Tandem 43308lbs  19642kg
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